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8.

Carlisle’s Roofing Systems
Care and Maintenance Information

The following maintenance items are the responsibility of the building owner and are not included within the
scope of the Roofing System Warranty.

Maintenance
Item Action

Drainage
Keep the roof surface clean at drain areas to avoid clogging.  Check that 
ponding water is drained from the roof within 48 hours following rain.

Petroleum Products
Keep all petroleum products (solvents, greases, oils or any liquids containing
petroleum products) off the membrane to avoid degradation.

Animal Fats –
EPDM Membranes

Do not exhaust kitchen wastes (vegetable oils) or other animal fats directly 
onto the roof surface.  If incidental contact is likely, contact Carlisle for 
recommendations on membrane type and usage.

Animal Fats – 
TPO & PVC Membranes

TPO and PVC membranes for restaurant rooftop use will not void the warranty. 
A rooftop maintenance program must be in place to ensure that accumulations
of animal fats/grease are regularly removed and the rooftop surface is cleaned
with a mixture of warm soap and water and/or by other approved cleaning 
methods.  See Carlisle’s Installation Guide for specific cleaning instructions.

Chemicals
Contact Carlisle if any chemicals come in contact with the roofing membrane.
Some chemicals could degrade the membrane or cause swelling.

Foot Traffic

Walkways must be provided if regular traffic is required or if rooftop equipment
has a regular thirty (30) day or less maintenance schedule.  Exercise caution
when not walking on walkways, especially on white membranes (Sure-White
or Sure-Weld®) as ice or frost build-up may not be visible.  All membranes
are slippery when wet.

Leaks

Locate the leak and determine if it is a roof membrane leak or a wall, curb, 
skylight, metal ductwork or plumbing leak.  Deterioration or failure of building
components that causes a leak is not covered by the warranty.  A water leak
may be indicated by soft or warped insulation.

Physical damage to the membrane or flashing is not covered by the warranty. 

Please notify Carlisle’s Warranty Services at (800) 233-0551 if the leak is 
determined to be membrane related.  The building owner must pay the 
investigation and repair cost if the problem is found to be outside the scope 
of the warranty.

Temporary Repairs
repairs.  Notify Carlisle of this action in writing.
Use Carlisle’s Lap Sealant or any good grade rubber caulk to make temporary

Roof Cement
Roof cement contains petroleum products, which may degrade the membrane.
DO NOT USE ASPHALTIC ROOF CEMENT to repair or install rubber membrane.  

®

5.

80
0-

4-
SY

N
TE

C 
• 

P.
O

. B
ox

 7
00

0 
• 

Ca
rl

is
le

, P
A 

17
01

3 
• 

Fa
x:

 7
17

-2
45

-7
05

3 
• 

w
w

w
.c

ar
lis

le
-s

yn
te

c.
co

m
 In

ve
st

in
g 

in
 R

oo
fi n

g 
So

lu
tio

ns
 fo

r 
Ov

er
 4

5 
Ye

ar
s



Carlisle’s Roofi ng Systems
Revisions and Alterations Procedures

Carlisle recommends periodic roof system evaluations to ensure the roofi ng system is performing as 
intended. We suggest regular maintenance inspections be conducted by a Carlisle Authorized Roofi ng 
Applicator or by someone specially trained in single-ply roofi ng installations. However, even with the most 
rigorous reviews, roofi ng systems can be damaged by fl ying debris, other trades servicing rooftop equipment,
etc. Regardless of how the damage occurs, it is important to understand how to both protect your warranty
investment and prolong the life of your roofi ng system. Following these procedures and recommendations
can ensure repairs are performed accurately so that the warranty duration and coverage remain intact.

1. Paragraph 4(a) of the Carlisle Roofi ng System Warranty states: “This warranty shall be null and void if,
 after any installation of the Carlisle Roofi ng System by a Carlisle Authorized Roofi ng Applicator, there
 are any alterations or repairs made on or through the roof or objects such as, but not limited to, 
 structures, fi xures or utilities placed upon or attached to the roof without fi rst obtaining written 
 authorization from Carlisle.”

2. Any questions concerning revisions or alterations to your Carlisle Roofi ng System must be directed to
 Carlisle’s Technical Systems and Services Department. Carlisle must approve the proposed details
 prior to any revision or alterations.

Below is the contact information for Carlisle’s Technical Systems and Services.

Carlisle SynTec
Attn: Technical Systems and Services

PO Box 7000
Carlisle, PA 17013
Tel: (800) 441-9773

Fax: (717) 245-7121 or (717) 245-7181

3. The approval process begins when Carlisle receives a shop drawing that outlines those locations 
 where the alterations will take place. Either the Carlisle Authorized Roofi ng Applicator or the building   
 owner must also notify Carlisle of the proposed alterations in writing and identify the project name,
 location, warranty number and the CMD or AB number originally assigned by Carlisle.

4.  A Carlisle Authorized Roofi ng Applicator must perform all revision work. It is recommended that the 
 original applicator who installed the roofi ng system perform the revision work, if possible.

5. Carlisle Authorized Roofi ng Applicator must notify Carlisle in writing when the revision work is 
 complete.

6. At Carlisle’s discretion, a Carlisle Field Service Representative may conduct an inspection to ensure
 compliance with the current published Carlisle Specifi cations and Details. The applicator will be
 notifi ed of the results. Current inspection charges and expenses will apply.

7. When the revision or alteration is completed in compliance with the above procedures, Carlisle will
 notify the building owner that the warranty is being continued.
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CARLISLE

OWNER’S MANUAL

A            Company

Carlisle SynTec has over 40 years of

experience in the commercial roofi ng

industry and is the leading manufacturer

of single-ply roofi ng systems.

Profi le

Investing in Solutions for Over 40 Years

P.O. Box 7000

Carlisle, PA 17013

(800)-4-SYNTEC

Fax: (717) 245-7053www.carlisle-syntec.com

Division Contact

• Sure-Seal® EPDM

• Sure-Weld® TPO

• Sure-Flex™ PVC

• Full line of laborsaving accessories

• Sure-White® EPDM

• RoofGardens

• FleeceBACK™

Product range, aggressive technology and 

excellent customer, technical and marketing 

services makes EcoStar® the leader in the 

premium steep-slope roofi ng market. 
www.ecostar.carlisle.com

P.O. Box 7000

Carlisle, PA  17013

 (800) 211-7170

Fax:   (888) 780-9870

• Majestic Slate™

• Majestic Designer Series

• Seneca Cedar Shake Tiles™

• Full line of roofi ng accessories

Insulfoam is a leading manufacturer of 

block-molded expanded polystyrene (EPS) 

products used primarily as insulation in 

building and other construction applications.
www.insulfoam.com

 1019 Pacifi c Avenue

Tacoma, WA 98402

 (800) 248-5995

Fax:   (253) 383-7100

• Roof Insulations

• Wall Systems

• Foundations and Below-slab

• Structural Insulated Panels (SIP)

A leading manufacturer of polyisocyanurate 

insulation, Hunter Panels takes a strong 

stand offering solutions for roofi ng, energy 

and the environment.www.hpanels.com

 15 Franklin Street

Portland, ME 04101

 (888) 746-1114

Fax:  (877) 775-1769

• H-Shield

• Tapered H-Shield

• Cool-Vent

• H-Shield NB

• Composite products

• Tapered Design Services

Products

© 2007 Carlisle SynTec. Printed in U.S.A.  REPRINT CODE: 600171 - “BOS Owners Manual”

Carlisle Coatings & Waterproofi ng provides 

leading waterproofi ng solutions for both 

the commercial and residential 

construction markets.

 900 Hensley Lane

Wylie, TX 75098

 (800) 527-7092

Fax:   (972) 442-0076
www.carlisle-ccw.com

• Deck coatings

• Drainage systems

• Roofi ng underlayments

• Air & vapor barriers

For over 40 years Carlisle Construction Materials 

(CCM) has been creating solutions for the 

construction industry. Beginning with single-ply 

roofi ng membranes, Carlisle has expanded its

strong and progressive manufacturing practices 

into all aspects of commercial and residential 

roofi ng, waterproofi ng, HVAC and insulation; 

covering buildings inside and out with quality 

materials. Carlisle offers manufacturing and 

distribution nationwide, creating a network 

of reliable construction material resources 

across the country.


